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C O PYR IG H T  R EG AL  BEL O IT  AM ER IC A,  IN C .  AL L  R IG H T S R ESER VED .

PR O PR IET AR Y AN D  C O N F ID EN T IAL  IN F O R M AT IO N  - T H IS  D O C U M EN T  IS  T H E PR O PER T Y O F

R EG AL  BEL O IT  AM ER IC A,  IN C .  ("O W N ER ") AN D  C O N T AIN S O W N ER 'S  PR O PR IET AR Y
IN F O R M AT IO N .  AN Y PER SO N ,  C O R PO R AT IO N  O R  O T H ER  F IR M  R EC EIV IN G  IT  IS  D EEM ED ,

BY R EC EIV IN G  IT ,  T O  AG R EE T H AT  IT ,  AN D /O R  AN Y PAR T  O F  IT ,  SH AL L  N O T  BE D ISC L O SED

T O  AN Y PER SO N ,  C O R PO R AT IO N  O R  O T H ER  EN T IT Y,  D U PL IC AT ED ,  AN D /O R  U SED ,  EXC EPT
AS EXPR ESSL Y APPR O VED  IN  W R IT IN G  IN  AD VAN C E BY O W N ER .  T H IS  D O C U M EN T  SH AL L

BE R ET U R N ED  T O  O W N ER  U PO N  R EQ U EST .  IT  M AY BE SU BJEC T  T O  C ER T AIN

R EST R IC T IO N S U N D ER  APPL IC ABL E EXPO R T  C O N T R O L  L AW S AN D  R EG U L AT IO N S.

TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]        0.5
    .XX       0.01         [ 0.25]
   XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381]
CORNER FILLETS:  .02 [.51]
MACHINED SURFACES:   125         3.2
                                   INCH       mm
mm SHOWN IN  [BRACKETS]
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UPDATED TO CURRENT STANDARDS OUTLINEDASH FRAME B C 2F BS
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NOTES:
 1. CONDUIT BOX CAN BE ROTATED IN 90° STEPS.
 2. CONDUIT BOX CAN BE MOUNTED ON OPPOSITE SIDE BY
    REMOVING BRACKETS AND TURNING FRAME 180°.
 3. NAMEPLATES TO BE READ FROM CONDUIT BOX
    SIDE OF MOTOR.
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[20.57-21.84]

4 HOLES

12/30/2013 12:52:22 PM - Converted by Connexus


