3 | 2 1
OUTPUT TIME VOLTAGE SYN.SPEED
TYPE o T iw POLE RATING v Hz RP.M
AEHG-TK 300 | 224 2 CONT. 2300/4160 60 3600
TOTALLY ENCLOSED FAN COOLED TYPE. SQUIRREL CAGE ROTOR
D D
PRIMARY T-BOX WINDING RTD T-BOX USABLE SHAFT
(NPTT5)
(NPT2> / LENGTH
54,81
30.31 28.98 2047 | 4.75
a 2943 SPACE HEATER T-BOX 11.02 B
= NPTO0.75)
a
/ 4,39
C In} 3’@ C
N 3 }
W\ Ns) 11 . _ -
W\ J o 7 ! —
\ -5 ™
AN
— = \ o) o J — -
— 0| 0| 1
i sl = 3 — E
< 6.69 | | | 11.08 9
& 17.56 \ 25.00 [ | 750
B \ 33.07 | .
\4~13/16* HOLE LEREIUNDING
TERMINAL
0,625
B o8 9% a0 Se— B
NOTE: o
1, DIMENSIONS IN inch 2
2. FRAME NO. 449TS
3. F CLASS INSULATION,SF.L1S
2 BEARING SIZE+ DRIVEEND  B314C3
A : = - SHAFT END DATE A
OPP. DRIVE-END 6314C3 FNLARGED VIEW __Janvory 12, 2014 OUTLINE  DIMENSIONS
6. WITH SPACE HEATER: 18 120V 150W atalog # 3-PHASE INDUCTION MOTOR
. ! CHKD. | SLEE DEC- 04 -2013 ' '
9. APPROX WEIGHT 2400 lbs 1 T[ECD®Westinghouse | 4 g40v474
6 | 5 | 4 f 3 |
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1
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