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OUTPUT TIME VOLTAGE SYN.SPEED
TYPE AP, | kW, POLE RATING v Hz RPM
AEHG-TK 300 | 224 4 CONT. 2300/4160 60 1800
TOTALLY ENCLOSED FAN COOLED TYPE. SQUIRREL CAGE ROTOR
D
PRIMARY T—BOX WINDING RTD T-BOX
(NPT2) (NPTLS) / EEQE%E SHAFT
58.56
30.31 28.98 20.47 | 8.50 |
a 2943 SPACE HEATER T-BOX
2 (NPT0.75)
N
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2165 o 17.56 25.00 | | 750
. 24.21 \ 33.07 |
9,00 9,00 \~13/16* HOLE GROUNDING
22.05 TERMINAL
] NOTE: "
1, DIMENSIONS IN INCH o
2. FRAME NO. 449T &
3. F CLASS INSULATION,SF.115 iy
4. FOR DIRECT FLEXIBLE COUPLING
S. BEARING SIZE: DRIVE-END 6320
\ NON DRIVE-END 6316 SHAFT END -
6. WITH SPACE HEATER: 19 120V 150W __SHAFT END OUTLINE DIMENSIONS
7. WITH WINDING RTD: PT 100Q /0°C 6PCS ENLARGED VIEW T S
8. ENCLOSURE: IPS4 DWN | SLEE loec o4 203 KG3004T| 3—-PHASE INDUCTION MOTOR
9, APPOXIMATE WEIGHT 2510 lbs DWG NO. REV: 00
CHKD. S.LEE DEC- 04 -2013
SE
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