TECQ @Westinghouse
ISSUED ENCLOSURE
June 15, 2006 PERFORMANCE DATA TEFC
TYPE CATALOGH#
AEHE 3-PHASE INDUCTION MOTOR E6004-50
NAMEPLATE INFORMATION
OUTPUT FRAME RATED INS. NEMA | TIME SERVICE
HP kw | POLE size |VOLTACE| HZ | avBIENT| class | DEsIGN | RATING | FACTOR
600 447.6 4 5808B | 380 |50| 40°C F B CONT. 1.00
TYPICAL PERFORMANCE
FULL EFFICIENCY POWER FACTOR
LOAD FULL LOAD 3/4LOAD[ 12 LOAD| F.L. |[3/4LOAD[1/2LOAD
RPM MIN. % | NOM. % % % % % %
1482 94.8 | 93.82 | 94.6 93.5 89 88 83
CURRENTS
NO LOAD FULL LOAD LOCKED ROTOR NEV“’LA
AT 190 VOLTS AT 380 VOLTS | AT 190 VOLTS | AT 380 VOLTS | AT 190 VOLTS | AT 380 VOLTS LE?EIER
- 111.00 - 806.02 - 4730.00 G
TORQUE INERTIA ACCEL TIME
ROTOR | NEMA MAX NEMA MAX
FULL LoAD | LOCKED | PULL | BREAK ) LoAD | ALLOWABLE | LoaD | ALLOWABLE
ROTOR uP DOWN WR 2 2 2 2
Ib-ft %FLT %FLT %FLT Ib-ft2 wK wK WK WK
] lb-ft* Ib-ft’ Sec Sec
2125.51 85 85 180 422 |3467.00| 5200.50 6.52 9.43
SAFE STALL ALLOWABLE SOUND
TIME IN STARTS PRESSURE
SECONDS PER HOUR LEVEL @ 3 FT
COLD HOT COLD HOT dB(A)
26 20 2 1 85
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